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Attachment 10 Structural Deficiencies Documentation 

District of Columbia Housing Authority 
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KENILWORTH COURTS 

                              

Typical Building Exterior with roofing problems,                            Exterior of building with loose electric power wires 

inefficient windows and broken pavement.                                    creating very hazardous conditions. 

 

 

                                                                                                                

Poor Condition of Fascia Boards, soffits & flashing                        Old and rusted sewer pipes  

 

                       

Water damaged unit with mold on walls and floors                     Very poor condition of flooring 
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KENILWORTH COURTS 

                        

Poor condition of wood floors in unit                                             Poor condition of tiles and underlayment in bathrooms 

                        

Poor condition of stairs with non-compliant railings.                  Inefficient windows with severe leakage problems         

 

                       

Typical condition of broken patios, erosion problems ,               Broken and uneven sidewalks 

negative grading and poor landscaping 
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KPRMC 

                        

Roofing in need of replacement.  Damaged fascia                        Large and inefficient use of open spaces. Poor                      

boards /flashing and downspouts. Inefficient windows.             landscaping elements. 

Use of window air conditioners.  Wet walls. 

 

                         

No GFI’s in bathrooms. Very poor condition of                                Loose Cables at exterior of buildings creating 

bathroom accessories and fixtures.                                                    hazardous conditions 

                         

Vanities, plumbing fixtures and CT flooring in need of                     Poor condition of central boiler.         

replacement.  Damaged underlayment due to water seepage. 
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KPRMC 

                    

  Poor Condition of Finishes at Common areas                          Kitchen Cabinets/Countertops , VCT Flooring at end of  

                                                                                                            their useful life. 

 

                      

  Poor condition of windows.  Water damaged heads                Safety issues due to non-compliant railings and damaged 

  and  sills of windows due to water leakage.                               steps at common stairs 

                       

  Severe Grading and Storm Drainage Problems                            Cracked and settled sidewalks throughout the site 
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